Customer Informatlon Sheet
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I SECTION X-X ORDER CODE:
RECOMMENDED PAD LAYOUT 22%0.08 | . | 45°
0.22" | 9.90 | 5 S1411-XXR
FINISH:
06 = TIN/LEAD
COMPONENT SPECIFICATION: 46 = TIN
MATERIAL = BERYLLIUM COPPER
FINISH:
06 = 3y 90/10 TIN/LEAD @300 REEL DETAILS )
46 = 3y 100% TIN PICK-UP AREA
FINISHED REELING @ | s lisos ol 13115
PERFORMANCE SPECIFICATIONS: | DIRECTION T o oo
INSERTION FORCE (AFTER CONDITIONING): | '
0 7mm SHIELD = 4.5N MAX | I APPROVED: S.BENNETT
|.Omm SHIELD = TN MAX :\ CHECKED: _ M.PERREN
WITHDRAWAL FORCE: .
0.7mm SHIELD = 0.8N MIN %100 252‘:&“ RE”F' Pt
|.Omm SHIELD = I.5N MIN -
DURABILTY = 20 INSERTIONSd/IINIMUM -
CONTACT RESISTANTCE = 20m() MAX +0. .
SHIELD THICKNESS = 0.7-1.0mm D130 ASSEMBLY DRG:
) THIS DRAWING AND ANY TOLERANCES MATERIAL: TITLE:
TOT(E)ﬁANTITY PER REEL = 1,900 GZGA@W-N i o ot | x oz ke SEE ABOVE R
2. THIS PRODUCT IS TAPED AND REELED IN ACCORDANCE 1 Crrortirnor e | (X7 £D. S N TAPE AND REEL
WITH EI1A-481 (ELECTRONIC INDUSTRIES ASSOCIATION). , DISCIOSED. LOMED, Cople | X KHX = 001 [ NN NUVRER I
3. ALL SPECIFICATIONS SUBJECT TO VERIFICATION. Www.harwin.com JEWOERING OR TR ANt T | ANGLES = £5° - S1411-XXR 2 o
technical@harwin. com THE IR WRITTEN PERMISSION. | UNLESS STATED | S/AREA: mm2 o,




